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grandMA3 Nodes DIN-Rail

grandMA3 8Port Node DIN-Rail front panel

1. Terminal block
2. Rotary knob

grandMA3 8Port Node DIN-Rail rear panel

1. DMX
2. Ethernet with L (link) and G (gigabit) LEDs
3. USB 2.0

grandMA3 4Port Node DIN-Rail rear panel
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https://help2.malighting.com:443/Page/grandMA3/connector_pin_assignment/en/1.5#Phoenix
https://help2.malighting.com:443/Page/grandMA3/fs_connect_dmx/en/1.5
https://help2.malighting.com:443/Page/grandMA3/fs_connect_ethernet/en/1.5
https://help2.malighting.com:443/Page/grandMA3/fs_connect_ethernet/en/1.5#Ethernet_LEDs
https://help2.malighting.com:443/Page/grandMA3/fs_connect_usb/en/1.5
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grandMA3 2Port Node DIN-Rail rear panel

For technical specifications, see Technical Data in the grandMA3 Quick Manual Nodes DIN-Rail.
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https://help2.malighting.com:443/Page/grandMA3/dinrail_technical_data/en/1.5
https://help2.malighting.com:443/Page/grandMA3/grandMA3_quick_manual_DIN-Rail/en/1.5
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