
© 2025 MA Lighting Technology GmbH - Dachdeckerstr. 16 - 97297 Waldbüttelbrunn - Germany
Phone +49 5251 688865-30 - support@malighting.com - www.malighting.com

1

onPC Settings
The onPC settings menu enables different settings for onPC, for example set the Audio In Device or MIDI control.

To learn more about MIDI, read the topics Connect MIDI in First Steps, and MIDI Remotes in Remote In and Out.

To open the Menu pop-up, click  on the control bar.

Click Settings .

The Settings pop-up opens:

Settings pop-up

Click onPC Settings.

The onPC Settings menu opens:
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https://help2.malighting.com:443/Page/grandMA3/fs_connect_midi/en/1.7
https://help2.malighting.com:443/Page/grandMA3/first_steps/en/1.7
https://help2.malighting.com:443/Page/grandMA3/remote_inputs_midi/en/1.7
https://help2.malighting.com:443/Page/grandMA3/remote_inputs/en/1.7


© 2025 MA Lighting Technology GmbH - Dachdeckerstr. 16 - 97297 Waldbüttelbrunn - Germany
Phone +49 5251 688865-30 - support@malighting.com - www.malighting.com

1

onPC Settings menu

MIDI
To enable or disable MIDI from onPC Command Wing, click MIDI via OnPC command Wing .
If disabled, the device configured in MIDI In Device and MIDI Out Device is used.

To select a MIDI In device, click MIDI In Device .

To select a MIDI Out device, click MIDI Out Device .

To adjust the MIDI Offset, click MIDI Offset .

To adjust the MIDI Timecode Slot, click MIDI Timecode Slot .

Sound
To select the Audio In device, click Audio In Device .
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